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Equipment: Explosion-proof Terminal Boxes typed BXJ-S-*****

Optional accessory:

Type of Protection: Increased safety "eb", Intrinsic safety "ia", Equipment dust ignition protection by enclosure "tb"
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Certificate history:
Issue 1 (2022-03-01)
Issue 0 (2021-09-28)

Ex eb IIC T6...T3 Gb

Ex ia IIC T6 Ga

Ex tb IIIC T80°C...T130°C Db

IP66, Maximum ambient temperature:-60°C~+70°C

Approved for issue on behalf of the IECEx 
Certification Body:

Position:

Signature:
(for printed version)

Date:
(for printed version)

1.
2.
3.

This certificate and schedule may only be reproduced in full.
This certificate is not transferable and remains the property of the issuing body.
The Status and authenticity of this certificate may be verified by visiting www.iecex.com or use of this QR Code.

Certificate issued by:

China Quality Mark Certification Group Co., Ltd.
No. 33 Zengguang Road, Haidian District 
Beijing City, Postal code: 100048 
China

Ji Xiaodong

President 2025-02-06

https://www.iecex.com
https://www.iecex-certs.com/#/deliverables/CERT/58703/view
https://www.iecex-certs.com/#/deliverables/CERT/57073/view
https://www.iecex.com
https://www.iecex-certs.com/#/deliverables/CERT/1875554/view
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Manufacturer: WAROM TECHNOLOGY INCORPORATED COMPANY
555 Baoqian Road, Jiading District, Shanghai, 201808 
China

Manufacturing 
locations:

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the 
IEC Standard list below and that the manufacturer's quality system, relating to the Ex products covered by this certificate, was assessed and 
found to comply with the IECEx Quality system requirements.This certificate is granted subject to the conditions as set out in IECEx Scheme 
Rules, IECEx 02 and Operational Documents as amended

STANDARDS :
The equipment and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was found 
to comply with the following standards

IEC 60079-0:2017 
Edition:7.0

Explosive atmospheres - Part 0: Equipment - General requirements

IEC 60079-11:2011 
Edition:6.0

Explosive atmospheres - Part 11: Equipment protection by intrinsic safety "i"

IEC 60079-31:2013 
Edition:2

Explosive atmospheres - Part 31: Equipment dust ignition protection by enclosure "t"

IEC 60079-7:2017 
Edition:5.1

Explosive atmospheres - Part 7: Equipment protection by increased safety "e"

This Certificate does not indicate compliance with safety and performance requirements 
other than those expressly included in the Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in:

Test Report:

Quality Assessment Report:

WAROM Technology Mena Fzco
Plot No.S31223, Jebel Ali Free Zone 
Dubai 263667 
United Arab Emirates

DE/TPS/ExTR21.0027/00

CN/CQM/QAR07.0003/13

https://webstore.iec.ch/publication/32878
https://webstore.iec.ch/publication/626
https://webstore.iec.ch/publication/650
https://webstore.iec.ch/publication/61164
https://www.iecex-certs.com/#/deliverables/REPORT/75128/view
https://www.iecex-certs.com/#/deliverables/REPORT/109069/view


IECEx Certificate
of Conformity

Certificate No.: IECEx CQM 21.0022X

Date of issue: 2025-02-06

Page 3 of 4

Issue No: 2

EQUIPMENT: 
Equipment and systems covered by this Certificate are as follows:

SPECIFIC CONDITIONS OF USE: YES as shown below:

BXJ-S terminal boxes can be used for explosive gas atmosphere in Group II (explosive gas atmospheres  except coal mines), hazardous 
 areas of Zone 0, Zone 1 and Zone 2 with gas or vapour of temperature  classes T1 to T6 and combustible dust atmospheres  of Zone 21 and 
Zone 22.

Nomenclature refer to the attachment.

Relation between ambient temperature, power, copper bar and T rating refer to the attachment.

Relation between type and Ex marking refer to the attachment.

Relation between rated voltage and currrent refer to the attachment.

Relation between Enclosure type and possible built-in terminal, component type and copper bar refer to the attachment.

 

 

1.
2.

3.

4.

Ambient temperature: refer to the attachment.
Cable glands, blanking elements, terminals and other electrical components installed in the terminal box shall be IECEx certified and 
suitable Equipment Protection Level (EPL) shall be achieved. Operating ambient temperature, description of equipment and special 
conditions for safe use in the certificates shall be fulfilled. For intrinsic safety equipment or associated apparatus, the intrinsic safety 
parameters shall be observed. The cable glands and blanking elements shall be at least EPL Gb/Db and rated at least IP66.
Connections for internal components shall comply with IEC 60079-7. No factory installed interconnecting wiring is allowed. All creepage 
and clearance dimensions shall be rigidly controlled by the mounting of the Ex Components. 
The terminal box with type of protection intrinsic safety can only connect to the intrinsic safety circuit and the maximum current through the 
terminal is not more than 5A.
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DETAILS OF CERTIFICATE CHANGES (for issues 1 and above)

Annex:

IECEx_CQM_21.0022X Attachment.pdf

1. Correct temperature class for current exceeds 520A, when the copper bar is used.

https://www.iecex-certs.com/#/deliverables/CERT/1875554/view
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Applicant:
Warom Technology Incorporated Company
Address：No.555# Baoqian Road, Jiading, Shanghai, 201808, PRC

Electrical equipment:
Explosion-proof Terminal Box

Nomenclature:
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Ratings
1. Relation between ambient temperature, power, copper bar and T rating

Enclosure
type

Ambient
temperature

Maximum heat loss power
consumption (W)

Enclosure
type

Ambient
temperature

Maximum heat loss power
consumption (W)

T6 or
T80°C

T5 or
T80°C

T4 or
T95°C

T6 or
T80°C

T5 or
T80°C

T4 or
T95°C

BXJ-S-I

-60°C to +40°C 5.87 7.93 -

BXJ-S-VB

-60°C to +40°C 107.37 167.77 -

-60°C to +45°C 5.31 7.45 - -60°C to +45°C 60.4 154.61 -

-60°C to +55°C - 5.87 - -60°C to +55°C - 107.37 -

-60°C to +60°C 2.91 5.31 - -60°C to +60°C 52.61 60.4 -
-60°C to +70°C - 2.91 7.93 -60°C to +70°C - 52.61 167.77

BXJ-S-II

-60°C to +40°C 46.98 72.15 -

BXJ-S-VI

-60°C to +40°C 111.96 168.4 -

-60°C to +45°C 41.19 64.72 - -60°C to +45°C 99.65 143.49 -

-60°C to +55°C - 46.98 - -60°C to +55°C - 111.96 -

-60°C to +60°C 19.59 41.19 - -60°C to +60°C 48.83 99.65 -

-60°C to +70°C - 19.59 72.15 -60°C to +70°C - 48.83 168.4

BXJ-S-III

-60°C to +40°C 26.48 36.79 -

BXJ-S-VIB

-60°C to +40°C 166.55 288.35 -

-60°C to +45°C 22.84 36.34 - -60°C to +45°C 157.9 254.79 -

-60°C to +55°C - 26.48 - -60°C to +55°C - 166.55 -

-60°C to +60°C 16.35 22.84 - -60°C to +60°C 46.14 157.9 -

-60°C to +70°C - 16.35 36.79 -60°C to +70°C - 46.14 288.35

BXJ-S-IIIB

-60°C to +40°C 19.97 39.14 -

BXJ-S-VII

-60°C to +40°C 288.28 425.07 -
-60°C to +45°C 16.78 35.5 - -60°C to +45°C 248.57 376.53 -

-60°C to +55°C - 19.97 - -60°C to +55°C - 288.28 -

-60°C to +60°C 8.44 16.78 - -60°C to +60°C 110.48 248.57 -

-60°C to +70°C - 8.44 39.14 -60°C to +70°C - 110.48 425.07

BXJ-S-IV

-60°C to +40°C 66.16 102.46 -

BXJ-S-VIIB

-60°C to +40°C 279.63 374.9 -

-60°C to +45°C 52.28 81.68 - -60°C to +45°C 223.86 341.6 -

-60°C to +55°C - 66.16 - -60°C to +55°C - 279.63 -

-60°C to +60°C 29.4 52.28 - -60°C to +60°C 121.03 223.86 -

-60°C to +70°C - 29.4 102.46 -60°C to +70°C - 121.03 374.9

BXJ-S-IVB

-60°C to +40°C 115.24 191.22 -

BXJ-S-VIII

-60°C to +40°C 577.44 816.6 -

-60°C to +45°C 111.37 162.22 - -60°C to +45°C 546.65 779.9 -

-60°C to +55°C - 115.24 - -60°C to +55°C - 577.44 -

-60°C to +60°C 52.97 111.37 - -60°C to +60°C 263.62 546.65 -

-60°C to +70°C - 52.97 191.22 -60°C to +70°C - 263.62 816.6

BXJ-S-V

-60°C to +40°C 127.22 195.34 -

-60°C to +45°C 106.06 175.32 -

-60°C to +55°C - 127.22 -
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Enclosure
type

Ambient
temperature

Maximum heat loss power
consumption (W)

Enclosure
type

Ambient
temperature

Maximum heat loss power
consumption (W)

T6 or
T80°C

T5 or
T80°C

T4 or
T95°C

T6 or
T80°C

T5 or
T80°C

T4 or
T95°C

-60°C to +60°C 47.14 106.06 -

-60°C to +70°C - 47.14 195.34

For current exceeds 520A, the copper bar is used. The below table applies.

Enclosure
type

Ambient
temperature

Possible built-in copper bar
Enclosure

type

Ambient

temperature

Possible built-in copper bar

T4 or
T80°C

T3 or
T130°C

T3 or
T95°C

T4 or
T80°C

T3 or
T130°C

T3 or
T95°C

BXJ-S-VI
-60°C to +30°C SS

(550A) - -

BXJ-S-VIIB

-60°C to +30°C SS
(550A) - -

-60°C to +70°C - SS
(550A) - -60°C to +70°C - SS

(550A) -

BXJ-S-VIB
-60°C to +30°C SS

(550A) - - -60°C to +70°C - MS
(700A) -

-60°C to +70°C - SS
(550A) -

BXJ-S-VIII

-60°C to +30°C SS
(550A) - -

BXJ-S-VII

-60°C to +30°C SS
(550A) - - -60°C to +70°C - SS

(550A) -

-60°C to +70°C - SS
(550A) - -60°C to +70°C - MS

(700A) -

-60°C to +70°C - MS
(700A) - -60°C to +70°C - - LS

(1000A)

Note:
"-" means no this combination.

When sealing strip of terminal box is RAKU-PUR® 31-3131-1 Black, the ambient temperature shall be within

-40 °C to +60 °C.

When sealing strip of terminal box is silicone sponge rubber, all above ambient temperature ranges are

suitable.

2. Diagonal length of terminal boxes
Type Diagonal Length L (mm) Type Diagonal Length L (mm)
BXJ-S-I 252 BXJ-S-VB 723
BXJ-S-II 384 BXJ-S- VI 806
BXJ-S-III 450 BXJ-S- VIB 837

BXJ-S-IIIB 469 BXJ-S- VII 1020
BXJ-S-IV 522 BXJ-S- VIIB 1044
BXJ-S-IVB 539 BXJ-S- VIII 1315

BXJ-S-V 695 I

3. Relation between the type, Rated voltage and current:
Type Rated voltage Rated current



Attachment to Certificate
IECEx CQM 21.0022X issue No.2

China Quality Mark Certification Group Co.，Ltd. (CQM) Page 4 of 7
No. 33 Zengguang Road., Haidian District, Beijing City, China
Postal code: 100048 Http:// www.cqm.com.cn
Tel: +86 10 88411888

Type Rated voltage Rated current
(increased safety)

BXJ-S-/WDU//
BXJ-S-/UK / / 

BXJ-S-/SAKK / / 
BXJ-S-/WAGO/
BXJ-S- /CTS/
BXJ-S/WFF/

Max.1000V AC Max.1500V DC
Max.
520A

(intrinsic safety)
BXJ-S-/WDU//
BXJ-S-/UK/ / 

BXJ-S-/SAKK / / 
BXJ-S-/WAGO// 
BXJ-S- /CTS// 
BXJ-S- /WFF// 

Max.36V AC/DC
Max.
5A

BXJ-S-/S1//
BXJ-S-/S2//
BXJ-S-/S3//
BXJ-S-/S4//
BXJ-S-/S5//
BXJ-S-/S6//

Depend on components
mounted. Max.36V AC/DC

Depend on components mounted.
Max. 5A

BXJ-S- /SS/550A
Max.1000V AC Max.1500V DC

Max.550A
BXJ-S-/MS/700A Max.700A
BXJ-S-/LS/1000A Max.1000A

4. Relation between type and Ex marking
Type Ex markinq

(without intrinsic safety)

BXJ-S-/WDU//

BXJ-S-/UK//

BXJ-S-/SAKK//

BXJ-S-/WAGO//

BXJ-S-/CTS/

BXJ-S/WFF//

Ex eb IIC T6...T4 Gb
Ex tb IIIC T80°C...T95°C Db
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Type Ex markinq

(intrinsic safety)

BXJ-S-/WDU//

BXJ-S-/UK//

BXJ-S-/SAKK//

BXJ-S-/WAGO//
BXJ-S-/CTS//
BXJ-S-/WFF//

Ex ia IIC T6 Ga

Ex tb IIIC T80°C Db

BXJ-S-/S1//

BXJ-S-/S2//

BXJ-S-/S3//

BXJ-S-/S4//

BXJ-S-/S5//

BXJ-S-/S6//

Ex eb IIC T6...T4 Gb

Ex ia IIC T6 Ga

Ex tb IIIC T80°C...T95°C Db

BXJ-S-/SS/550A

Ex eb IIC T4 Gb (-60°C to +30°C)

Ex tb IIIC T80°C Db (-60°C to +30°C)

Ex eb IIC T3 Gb (-60°C to +70°C)

Ex tb IIIC T130°C Db (-60°C to +70°C)

BXJ-S- /MS/700A
Ex eb IIC T3 Gb (-60°C to +70°C)

Ex tb IIIC T130°C Db (-60°C to +70°C)

BXJ-S-/LS/1000A
Ex eb IIC T3 Gb (-60°C to +70°C)

Ex tb IIIC T95°C Db (-60°C to +70°C)

5. Relation between Enclosure type and possible built-in terminal

Enclosure Type Type of terminals installed

BXJ-S-I
UK3N to UK6N,WDU2.5to WDU6,280-992,281-992,282-992

CTS2.5UN, CTS2.5UE, CTS4UN, CTS6U, SAKK 4,

SAKK 4 KER/WS
BXJ-S-II

UK3N to UKH50, WDU2.5 to WDU50N, 280-992 to 285-992

CTS2.5UN to CTS35UN,

SAKK 4, SAKK 4 KER/WS SAKK 10, SAKK 10 KER/WS

BXJ-S-III

BXJ-S- IIIB

BXJ-S-IV
BXJ-S-IVB
BXJ-S-V

UK3N to UKH240

WDU2.5 to WDU120/150
BXJ-S-VB
BXJ-S-VI
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Enclosure Type Type of terminals installed

280-992 to 285-992

WFF35 to WFF300
CTS2.5UN to CTS35UN

SAKK 4, SAKK 4 KER/WS SAKK 10, SAKK 10 KER/WS

BXJ-S-VIB

BXJ-S-VII

BXJ-S-VIIB
BXJ-S-VIII

6. Relation between Enclosure type and component type

Enclosure Type Type of components installed
BXJ-S-I

None
BXJ-S-II
BXJ-S-III

BXJ-S- IIIB

BXJ-S-IV TMT182, TMT142, TMT162, TMT162-xxx75, TMT84,

OTMT84, TMT85, OTMT85, TMT82, TMT122, 3300XL, Type

990, Type 991, YTA70P, Model148 & 248, Model 644

BXJ-S-IVB

BXJ-S-V 9371-FB2, 9373-FB2, 9374-FB2, 9387-FB2, 9388-FB2,

R4D0-FB-IA*, TCP-LBF- IA1.36.IE.0, TCP-LBF-IA1.36.IE.1,

TPH-L8F-IA1.36.DE.0, TPH-LBF-IA1.36.DE.1, TMT182,

TMT142, TMT162, TMT162-xxx75, TMT84, OTMT84, TMT85,

OTMT85, TMT82, TMT122, 3300XL, Type 990, Type 991,

YTA70P, Model148 & 248, Model 644

BXJ-S-VB
BXJ-S-VI
BXJ-S-VIB
BXJ-S-VII
BXJ-S-VIIB

BXJ-S-VIII

7. Relation between Enclosure type and copper bar

Enclosure Type Type of copper bar installed
BXJ-S-I

None

BXJ-S-II
BXJ-S-III
BXJ-S- IIIB
BXJ-S-IV
BXJ-S-IVB
BXJ-S-V
BXJ-S-VB
BXJ-S-VI

Small copper bar
BXJ-S-VIB
BXJ-S-VII

Small copper bar, medium copper bar
BXJ-S-VIIB
BXJ-S-VIII Small copper bar, medium copper bar, large copper bar
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