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System Planning 
stem slanning is the best way to maximize your amplifier's performance. By planning yur intaliin carehll you can avoid situations where the performance and reliability of your systern is commisni Our authorized dealer has been trained to maximize your systen's 

intalin the ampliher, and is a valuable resource in helping you with your system's design and instalation. 

Speaker Requirements 
Each channel of your amplifier can easily handle 4 
Q speaker loads when used in Stereo Mode. When 
a channel-pair is bridged, the recommended 
minimum load impedance is 32 for subwoofer use, 

and 40 for full range operation. Although 
operation with lower impedances is not likely to 
cause immediate damage to the internal circuitry, 
the unit will most likely overheat, causing the 
thermal protection circuitry to shut down the 
amplifier. When the chassis cools down, normal 

operation will resume. 

Continuing to operate the amplifier under these 
conditions is not recommended and will reduce its 

life expectancy. Most speakers designed for car 
audio operation are 40 impedance. Connecting 
two such speakers in parallel will result in a 20 
nominal impedance, which is not recommended 
for use with bridged channels of your amplifier. 
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Connection Diagram 

Start up 

Connect the amplifier's 
output to drivers 

Pole 

CAR 
AMPLIFIER 

HI 

WARNING 

Positive Pole 

" 2. 

Connected to the 
positive pole 

The Appropriate Fuse 

Connect to the frame of 
car for grounding 

Before beginning, DO NOT connect the car battery's negative poles to the positive poles. 
The short-circuitry might cause damage to your amplifñer and other electrical parts in the car. 
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System 1: 2- Channel Mode 
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System 2: Bridge Connection Subwoofer 

o000 

AMPZ502 

Specifications 

THD 

GND 

RMS output power 20 (Watts) 

REM 

POWERINPUT 

RMS output power 40 (Watts) 

Sensitivity 
Signal to noise ratio 

+12V 

Frequency response (+2dB) 

Dimensions 

Recommended fuse type 

FUSE 
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SPEAKER oUTPUt 

325W x 2 CH 

BRIDGE 

160W x 2CH 

<=0.05% 

10Hz ~45KHz 

=>90dB 

150mV~6V 

30Ax 1 
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System
 

1: 4-Channel 
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System
 

2: 
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System
 

1: Connection 0 
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System 
2: Connection 
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BLAUPUNKT. 
All 

Rights 

Reserved. 

This 

device 

com
plies 

with 

part 
15 
of the 

FCC 

Rules. 

O
peration 

is subject 
to 

the 

follow
ing 

tw
o 

conditions: 
(1) 

this 

device 

may 

not 

cause 

harm
ful 

interference, 

and 
(2) 

this 

device 

must 

accept 

any 

interference 

received, 

including 

interference 

that may 

cause 

undesired 

operation. 
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